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MS-200 Friction Ink Rell Coder

Anodic treatment of high _ Polyfluortetraethylene
Class aluminum alloy  Fire-resistant, non-deforming

Silica gel roller is fire-resistant and abrasion
resistant with longer service lifetime.

MS-200

Control box
170 % 140 x 88mm

Technical Features

2% Intelligent controller of famous factory has higher stability.

2 MS-200 utilizes running friction force of packing film to make printing head rotate, with correct and adjustable printing position.

2 Silica gel roller is fire-resistant and durable in use
#Non contact switch adopts synchronous signal and are more stable

#Inking wheel imported from the U.K. can prints more clearly with stronger adhesive force.

Scope of Application

%1t is applicable to auxiliary code-printing of successive packing mechanical equipment like pillow type and vertical type packing

machine, with wide application in medicine, food and daily chemicals industry.

Technical Parameters

MS-200 I Friction Ink Roll Coder

Anodic treatment of high Polyfluortetraethylene
class aluminum alloy Fire-resistant, non-deforming

Silica gel roller is fire-resistant and abrasion
resistant with longer service lifetime.

P

MS-2001

Control box

\ 170 X 140 X 88mm J

Technical Features

# Intelligent controller of famous factory has higher stability.

% MS-200 utilizes running friction force of packing film to make printing head rotate, with correct and adjustable printing position.
% Silica gel roller is fire-resistant and durable in use

¢ Non contact switch adopts synchronous signal and are more stable

 Inking wheel imported from the U.K. can prints more clearly with stronger adhesive force.

Scope of Application

"y
o

1t is applicable to auxiliary code-printing of successive packing mechanical equipment like pillow type and vertical type packing

machine, with wide application in medicine, food and daily chemicals industry.

Technical Parameters

Model MS-2001
Voltage AC-220V/50HZ
Power 200W

Print scope 5line Ma X 15letteis per line

Prining Speed

0~300pcs/min

Model MS-200
Voltage AC-220V/50HZ
Power 120W

Print scope Sline Ma X 15letteis per line
Prining Speed 20-200pcs/min
Print position set freely

Temp range 0°C~300°C
Width of packing film Ma<450MM
Size(L x W x H) 630X320%x170
Weight 13kg

Available for customization of all special requirements

Print position set freely
Temp range 0°C~300°C
Width of packing film Ma<=450MM
Size(L x W x H) 590X200X280
Weight 9kg
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H P_24 1 Hot coode-printing machine

Gear reducing electric

motor of famous factory

Elaborate manufacture of high
class stainless steel material

Surface anodic treatment of high
class aluminum alloy

4 N
HP-241
series control box
\ 170 X 140 X 88mm P,

Fire-resistant colorfast color strip imported
from Germany with original packaging

Technical Features

% Printing ink can be substituted by internationally popular environment-friendly color strip with no pollution and fire-resistant performance.
# Contactless switch control with better sync performance

% Electric motor of famous factory is installed with reliable cylinder and pneumatic components

% Anodic treatment of high class aluminum alloy is beautiful and durable.

% Components and standard elements elaborately made of stainless steel material are corrosion resistant.

Scope of Application

21t is applicable to the auxiliary code-printing of various intermittent, continuous mode packing machinery, such as granule packing
machines, paper handkerchief packing machines , labelers and etc, with wide application in food, medicine and daily chemicals industry.

Technical Parameters

Model HP-241
Voltage 220V/50HZ
Power 200W
Printing Speed 20~120pcs/min
Printing area Ma<16mm X 35mm
Hot printer width Ma<35mm
Size(L x W x H) 410 x 200 x 250mm
Weight 10kg

Available for customization of all special requirements

M S- 1 OO Ink roll coding machine

Gear reduction electric
Anodic treatment of high class aluminum alloy motors made by famous factory

Inking wheel imported
from the UK with original packaging

Technical Features

# Ink rolls imported from UK make printing clearer and ensure stronger adhesive force.

¢ Contactless switch adopts synchronous signal, which is more stable.

% Electric motors made by famous factory can operate stably under maximum load for long time.
# Advanced aluminium alloy anodic treatment is of attractive appearance and durability.

# Accessories and standard components made of stainless steel material are corrosion resistant.

%1t is adjustable at any time to conduct printing of lateral direction or length direction.

Scope of Application

©O1Tt is suitable for auxiliary coding of all kinds of intermittent packing machinery such as grain packing machines and paper towel

packing machines. It is widely applied to food, medicine and daily use chemistry industries.

Technical Parameters

Model MS-100

Supply voltage AC200V/50Hz
Power 220W

Printing speed 20-120pcs/min
Printing area Ma< 12mm X 30mm
Temperature range 0-300C

Ink roll dimension $35X30mm
Weight 10kg

External dimension 405mm X 235mm X 255mm




H P '24 1 B Hot coode-printing machine

High class aluminum alloy
Surf R — ity 5 ¥ Electric impulse treatment
urface anodic treatment of high qual 2 p f
aluminum alloy conforms to hygeian N2 6 /
requirements of food and medicine.

 Color strip imported from
Germany with original packaging

Technical Features

2% Printing ink can be substituted by internationally popular environment-friendly color strip for printing
3¢ Anodic electric impulse treatment of high class aluminum alloy has longer lifetime.

2% Electric motor of famous factory is adopted to ensure long time large load operation.

2% Unique word-changing structure is convenient and fast.

2% All shafts and standard elements are elaborately made of stainless steel material.

Scope of Application

It is applicable to code-pringing of any soft packing material such as paper box, film, label and leather in medicine,

food industry.

Technical Parameters

Model HP-241B
Voltage 220V/50HZ
Power 120W
Prining Speed 20~120pcs/min
Printing area Ma=<16x35mm
Hot printer width Ma<35mm
Size(LXWXH) 350x350X350mm
Weight 10kg

Avallable for customization ot all special requirements

HP-241BG
H P_24 1 BC Hot coode-printing machine

MODEL:HP-241BG MODEL:HP-241BC

Technical Features
#HP-241BG HP-241B

#HP-241BC

% HP-241BG is based on HP-241 coding machine but has a higher printing bench which is mainly for printing of irregular
objects like L-shape.
3% For HP-241BC, its bracket was moved to the left front corner, applicable for long and narrow applications or special

requirements for printing position.

Scope of Application

%% Applicable for printing production date, product batch number and the like on the lining of leather shoes, paper gift

boxes. paper ice cream cups and so on

Technical Parameters

Model HP-241BG HP-241BC
Voltage 220V/50HZ 220V/50HZ
Power 120W 120W
Printing speed 20~120pcs/min 20~120pcs/min
Printing area Ma<16%x35mm Ma<16%x35mm
Hot printer width Ma<35mm Ma<35mm
Size(L x W x H) 350 x 350 x 410mm 350 x 350 x 350mm
Weight 11kg 11kg




